
  

 1 

Forth road bridge .   Suspended structure principal inspection ( Main- span )   MSNPI. 08 

PP. . TO PP . Main  span South.  

Location / Area of Inspection.  
 

Element / Part / Item 
                                
Recorded defects. :  
( Structure number if applicable ) 

Inspection 

Date. 

Repairs 

completed 

Inspector. Date. 

    
Deck Soffit.    
   
Trough stiffeners.    
   
Stringer bearing pads.    
   
Cross girder beams.    

   
Billets.    

   

Top laterals.    
   
Bottom laterals.    
   
Braking girders.    
   
King posts.    
   
Vertical trusses.    
   
Diagonal trusses.    
   
Top chord(general )    
   
Bottom chord (general )    
   
T/ chord  splice boxes    

   
B/chord  splice boxes    

   
Service ducts/ conduits    
   
Drains /down-pipes    
   
Walk-way supports.    

   

Walk-way decking.    
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Location / Area of Inspection.  
 

Element / Part / Item 
                                
Recorded defects. : ( Structure number if applicable ) 

Inspection 

Date. 

Repairs 

completed 

Inspector. Date. 

    
Cycle track soffit    
   
Cycle track bearings.    
   
Hanger rope connection    
   
Lamp post connections.    
   
Sign post connections    
   
R/beam connections    
   
Grillages.( underside )    
   
Paintwork. ( general )    
   
Corrosion ( general )    
   
X/ over steelwork. &     
Deck fasteners.   
 

Miscellaneous 

Information. 

 

General comments. : 
 

General 

comments. : 

 

General 

comments. : 
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